
Failure Parameters

Dam Type Code
TFH1 BW 2 TFH1 BW 3 TFH1 BW 2 TFH1 BW 2

Earth ER 0.1-0.5 2HD-5HD HD*.5 3*HD HD/10 3*HD<CL HD/10 1.5HD

Concrete Gravit PG 0-0.2 <0.5 CL HD*.5 CL/3 HD/40 5*HD<CL HD/40 3.5*HD

Concrete Arch VA 0-0.1 >0.8 CL HD/50 CL HD/50 0.9*CL HD/50 .9*CL

Rockfill RE HD*.5 3*HD HD/50 4*HD<CL HD/5 CL

Buttress CB HD*.5 CL/3 HD/40 5*HD<CL HD/40 5*HD

MultiArch MV HD/50 CL HD/50 0.9*CL HD/50 .9*CL

Other OT HD*.5 HD*4 HD/10 CL HD/10 1.5HD

Slag Pile HD/10 Min (CL,10HD

Concrete CN HD/50 0.9*CL HD/50 .9*CL

Masonry MS HD/5 4*HD HD/50 4*HD 

Stone ST HD/5 4*HD HD/5 4*HD 

Timber Crib TC HD/5 CL HD/5 CL
1 TFH: Time for Failure (hours)
2 BW: Breach Width
3 CBRFC failure parameters follow OHD Failure parameters for SMPDBK
Where HD is the height of the Dam.
CL is the Crest length.
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